
1947 Tiffany Yachts 40

REPORT OF
OBSERVATIONS and OPINIONS

FROM THE

INSURANCE SURVEY
OF 5 APRIL 2007 FOR

Frank Mundus
P.O. Box 941 Naalehu, HI 96772

CIRCUMSTANCES of the SURVEY:
At the request of the owner for an insurance survey, I conducted the Corporation’s standard,
one-day inspection of the vessel for insurance purposes on 5 April 2007, while it was hauled
out ashore at Bock Marine in Beaufort NC, using the limited and non-invasive techniques
specified in the Methods and Scope section of the Terms and Conditions at the end of this
report. Shore power was not available in the boatyard. The batteries are discharged. The
engine was not cranked. The boat was found clean and ready for launch. The owner was not
present for the survey.

FORMAT of the REPORT:
The summary Description of the vessel's general configuration and equipage is organized
according to functional categories, followed by the List of Exceptions, and the Appraisal. The
Terms and Conditions of the Insurance Survey are detailed at the end of the Report.
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VESSEL DESCRIPTION

IDENTIFICATION:
Year: 1947 Builder: Tiffany Cockrell / Tiffany Yachts
Documentation No: 25516
Color: White hull-sides with varnished transom, black anti-fouling, white decks and
superstructures, and tan cockpit sole

DIMENSIONS:
Length On Deck: 39’ 6” Beam: 14’ Draft: 3’9”
Power: Detroit 8-71 TI diesel Displacement: ~20,000 lbs. dry

DESIGN:
Chesapeake Bay deadrise workboat hull, with single hard chine, long keel and attached
rudder, flat bottom aft, nearly plumb stem, raised freeboard forward and lowered freeboard aft
at the cockpit, and vertical transom. Deck structures are a trunk cabin forward, raised
deckhouse, flybridge with bimini top, and long aft cockpit with engine box. Power is a Detroit
Diesel 8-71 TI diesel inboard, estimated to produce ~14 knot cruising speed.

CONSTRUCTION:
Traditional plank on frame construction, using Yellow Pine for sawn framing and 6-quarter


